1. Program and name your system. Edit 'System' options. BCD396XT Motorola P25
2. Create and name your site(s). Set site frequencies and site options for each site.

3. Create and name your channel group and edit group options.

4. Program IDs. (max 500 per group)

5. Edit channel options.

Use 1 worksheet for each ID group (max 20 groups). Print only the # of sheets you need.

Motorola System Name Sys Number Tag Scan/Search Sys Delay Priority ID Scan-P25 only
System Type ID Format Set Audio AGC P25 NAC Option (1 Trunk only)

Site Options Site Quick Key Site Startup Key Site Attenuator Site Lockout

Site Hold Time Edit Band Plan (P25 Implicit only) Site Location Info/range

Band Plan 1 Base Freq Spacing Band Plan 4 Base Freq Spacing Band Plan 7 Base Freq Spacing
Band Plan 2 Base Freq Spacing Band Plan 5 Base Freq Spacing Band Plan 8 Base Freq Spacing
Band Plan 3 Base Freq Spacing Band Plan 6 Base Freq Spacing Band Plan 9 Base Freq Spacing
Group Name Group Location Info/range Conv Grp# Grp Quick Key Grp L/O

ID# ID Name Num Tag Pri Alert Level Light Pattern L/O Vol Offset




BCD396XT Motorola P25 Worksheet
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